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Foreword

Thies report presents the work accomplished under contract Nonr-LO87(G0)
for the period 1 June 1963 through 30 November 196L. The program was carried
out under the auspices of the Advanced Research Project Agency and the Power
Branch of the Office of Naval Research and was sponsored by Dr. J. Huth of

ARPA and Mr. J. A, Satkowski of ONR,
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1. INTRODUCTION AND SUMMARY

The objectives of this program are twofold: (1) to conduct an snalysis
and design study of a jet compressor based on a closed cycle in whica the
waste thermal energy available from an MPD system is transferred to & primarr
Jet stream whiéh compresses the »PD generator werking medium; snd (2) to
design, fabricate and test a single stape jet compressor predicated on thr
rzsults of the analysis and design study.

The program for achieviag these two objectives had two main tasks; the
first was analytical and the second predominantly experimental. The first
task began with a reiatively exlensive literature search on the design and
performance of jet compressors in general and ejectors for compressible flow
in particu’ar, Effort was directed to the analytical understanding of practical
Jet compressor performance. An IBM computer program was developed to study
the performance of jet comprecsors with single and double-stage operatious
under prescribed flow distributiun between stages. In each case, whether
in single or multi-stage configuration, the waste thermal energy of an MPD
power generator exhaust gzas is used to power the compressor which, in turn,
compresses the cooled exhaust gas. Results of the computation have shown
that, with the available exhaust energy, a single stage jet compressor could
provide a final-pressure-to-initial-pressure ratio (cf the helium secondary
stream) of about 1.5. With a two stage jet compressor, th.s ratio could be
about 2.

The Semi-Annual Summary Technical Report(l), published January 156,

presented the derivation of ideal performance equations for a single-stage
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jet cumpressor of the constant-sres, mixing-chamber type, as well as

modified equations which take into consideration the various efficiency

ARV
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coefficients., Also presented were the analysis snd design of the various
components of the exverimentsl loop shown in Figure 1, as well as the
engineering drawings. Except for direct reference purposes, this work

will not be covered in this report.

ik

In the second task, a closed loop test sefup was designed, fabricated

and installed. The test setup consists of a gaseous loop znc & condensing-

vapor loop. The gaseous loop contains helium saturated with cesium vapor

(I

and forms the secondary stream, simulating the working medium of an MPD

power generator., In the condensing-vapor loop, pure cesium is vaporized,

]

superheated and discharpged under high pressure through a cenvergent-

divergent nozzle to form tie primary stream of the jet compresser. After

[T GG G

mixing of the two streams and diffusicn to low velocity, the cesium is then
condensed, sevarated from the gas and pumped back to the boiler to repeat

the cycle.

Ll

Fabrication and installation of the loop was completed by the end of
September 196L. Leak checking and outgassing were completed by the first

week of November 196L. During outgassing, the boiler wall was very gradually

heated to 1300°X, Meassurements of heat dissipation at various walli tempera-
tures were taken to provide data for heater efficiency calculations., The
heater efficiency thus celculated was about 60%.

A functional check of the components was made on 3 November 194,

Every component functioned smoothly. The first series of experimental

e R

=

runs were started on November 6, 156L and the results obtained from that

=

LRI



T —————————————

series of runs were very encouraging. With the heljum system at >.2LS stm,
633°¢ and with the cesium vapor at 6.i5 atm, 1590°K, and flow rate of 8 gm/sec,
the resulting performance was a helium pressure rise of 36% at a flow rate

of 1.12 gm/sec.

A second performance test was uncertazken on November 17, 196L at a higher
helium system pressure, shrut 218 atm, A pressure rise of 12% was obtained
at a helium flow rate of 1.5 pm/sec. The primary stream cesium vapor was at
6.5 atm with « flow rate of 7.1 gm/sec. Both series of runs were made with
a2 fixed mixing chamber length of 2L cm. The experimental results thus far
obtained have been reesonably close to the expected values.

The results of the experimental runs on 6 November and 17 November have
definitely established the feasibility of using & metallic vapor of high
molecular weizht to compress a gas of low molecular weight. The thermal
efficiencies, about 107, obtained in the preliminary runs confirmed the
postulates of Martin (2) and the Pioneering Research Division of the Army

Natick Laboratory(B).
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SYMBOLS

cross sectional area, meter2

specific heat, joules/kg-°K

for~e, Newtons

heat transfer covefficient, joules/Hg-sec-°K
enthalpy, joules/kg

length, m

mass flow rate, Kg/sec

critical Mach number, velocity/scoustic velocity at throat

pressure, Newton/'m2

gas constant, joules/Kg°K
temperature, °K

velocity of flow, m/sec
ratio of specific heats

density, Kg/h3

Subscript

e exit

o stagnation

p corstant pressure condition

v constant volume condition

1 primary stream of jet compressor

2 gecondary stream of jet compressor

3  eonditions after mixing of the two streams
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II. Anelytical Study

An IBY 7094 digital computer program, based on the ideal performance
equations origiraily ceveloped at the Research Lab, wes made for the para-
metric study of performance of jet compressors with one stage and two stzges,
recpectively. In each case the energy required to power the compressor is
derived from the waste heat energy in the exhaust from a model MPD power gen-

erator. The characteristic paremeters of the generator are as follows:

fenerator geometry: constant cross-sectional area
Working medium, mol fraction .9¢ He + ,01 Cs

Stagnation temperature 2060°%

Mach number at penerator inlet 0.4

Electrical loading factor E/U J, 0.8

Mach No. at generator exit 1.0

Area ratio of diffuser after generator 2.8
Pressure at generator inlet 0.5 atm

Pressure drop in system outside
generator N,2% atm

Exhaust temperature 1856%

The j.t compressor used to circulete the MPD gernerator working medium
wili use cesium vapor as the driving stream. It is essumed thst the cecium
which forms the primary stresm of the jet comprecsor is heated up from con-
demsate temperature to the ssturation temperature, is vaporized, and is
superhea.od in a heat exchanger by the exhsust heat fiom the MPD generstor.

The temperature drop across the heat exchanger wall is assumed to be 25°K,

A
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4 set of modified ecustions, taking into concideration the effects of
non-idesl discharge coefficients, mixing efficiency, etc. was programmed
as a basic for evaluating the experimental results. These computer programs
were reported in the Semi-Annual Technical Report MND-3i2L January 196L.
Results of computer rurs indicated a poscible pressure rise of L7%
with single stage creration and a pressure rise of $7%f with two stage
operation using available exhaust heat from an assumed MFD generator.
Both cases represent ideal coriitions. The magnitude of the progrem did

not permit computer calculations of three stage operation.
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III. EXPERIMENTAL PROCEDURES

1, Experimental Setup

An experimental single stage jet compressor was designed, fabricated
end operated. Superhested cesium vapor is discharged under high precsure
through a convergent-divergent nozzle to form the primary stream., The
secondr»y stream is composed of helium containing a small amount of cesium
vapor to simulate the working medium of ar MPD power generator. The com-
pressed mixture is cooled in a condencor =fter passing through a diffuser,
permitting separation and re-cycling of the cesium and helium. The various
components of the system have been described in the first Semi-Annual Report,
MND-312L. A block diagram of the jet comprecsor system and instrumentation
is shown in Figure 1.

Pictures of a number of the important components of the loop are included
in this repért. Figure 2 shows the boiler-superheater unit in the welding
fixture. The beiler is made of Nb-l% Zr alloy. It consists of two vertical
concentric cylindrical shells. The cesium to be boiled is contained between
the two cylindrical walls. Heat is supplied by means of radistion from an
electrical resistance heater located inside of the inner boiler shell. The
boiler hester, Figure L, is made of Nb-1¥ 7r alloy tubing with knurled sur-
faces to increase surface emissivity. Similarly, the inner surface of the
inner boiler shell was knurled for better radiation absorption.

The superheater, having a temperature range from 1L00%K to 1800°K, is
made of Ta-107 W alloy tubing and serves both as a varor contsirer and an

electrical resistance heater jitself. The superheater is in the form of a
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coil to reduce the heat loss. Figure 3 shows the superheater ceoil before

it was welded onto the boiler dome. Some difficulties were encountered in
procuring this coil. The original vendor made three unsuccessful tries to
electron-beam weld sheet stock and then drew it to size. The job was then
turned over to National Research Corporation who used an extrusion process.
An extrudable ring was first made from the ingot. The ring was then extruded
and drawn to size by the Superior Tubinz Company.

No informstion about coiling tubing of this slloy was available. It was
finally coiled at the Zink Pipe Bending Company of Harrisburg, Pennsylvania
under close supervision of Martir personnel. The coiling was done at room
tempersture since it appeared that no advantage would be obisined by heating
to any temperature below that at which damegiiig oxidation might occur. Being
previously annesled st 1700°K, the material was in a cold-workable condition
with a hardness of Rockwell B-91., With a reruired coil ID of 3-1,8 inches,
the mandrel was sized at 3 incies to compensate for the 1/16 inch radial
spring-back.

Three compressor mixing chamber and diffuser sections were made for
this experimental single stage unit, covering a ranze of mixing chamber
lengths from L" to 12". One section has a fixed mixing chember length
of L inches. The second one, having a variable mixing chamber length
of 5 to 7-1/2 inches, is shown in Figure 5. The section presently installed
has a length range of 8-1/2 to 12 inches. Experiments conducted to date
have been with a length of 9-3/8 inches.

2. Instrnmentation

The essentisl instrumentation consictts of pressure and temperature

sengors at strategic points in the loop and a differential pressure, ori-
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fice type flow meter for heljum flow-rate measurements, Tne holium
static pressures at the noszle (Pl and P,), the mixing chamber static
pressure (P3), the diffusor exit static pressure (Pb) and the helium
flow differential pressure are detected by pneumatic transducers and
continuously recorded on strip-chart recorders. The helium plenum,
cegium pump outlet and superheater pressures are indicated by Bourden
gauges.

Temperatures measured using thermocouples are recorded on a multipoint
recorder. Important temperatures measured include the boiler heater and wall
temperatures (Tyg and T5), the cesium vapor temperature (T;,), the helium
temperature at the nozzle {TB), the mixing chamber temperature (T), sud
the plenum tempersture (Tl). Thermocouples on the helium vreheater and
cesium prehester are used zs input signals to controllers which maintain
pre-set temperatures.

For temperature mezsurements below IOOOQK in cesium wimosphere, chromel-
alumel thermocouples in 316-8S sheaths are used. For temperatures above
1000°K, W-3% Re vs W-267 Re thermocouples are used. Bare thermocouples
were preferred wherever possible and e dual installation was used for

reliability. This proved fortunate, since the W-3% [a wire in one of the

two bare thermocouples originally welded onto the beiler heater elements
broke off when the heater was assembled. Since disessembly and reassembly
are both risky and time consuming, the decision wa: made to cperate with
one thermocouple; it has been functioning nicely io date. With the data
obtsined during the outgassing period and during the experimentel runs,
even this thermocouple is no lonpger needed. P vs Pu-Rh thermoccuples
were not used for the intermediate temperaturs range since our experience

indicated that this reacts with tantalum and columbium at that temperature
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range when the materials are fused together. However, one Ft vs Pt-Rh

couple is lightly spot welded to the boiler outer wall which is b:low

1406k,

3. Loop Purification and Cesium Loading

All components of the loop were individuslly leak checked with a mass
spectrometer leak detector. After assembly, the entire loop was thoroughly
leak checked to insure leak tightness. It wss then svacuated with a dif-
fusion pump and all components of the loop were heated i¢ their operating
temperature or higher, with the exception of the superheater coil. Following
this outgassing procedure, the loop was filled with helium to approximately
one atmosphere of pressure and the helium was slowly circulated with the
cesium pump. The impurity level was monitored with a gar chromatograph
while the loop was again hested. No impurity buildup was detected.

Initially a 10 pound charge of cesium was loaded intn the loop. It was
first purified by heating to 400°C for 2k hours while in contsct with a

- titanium sponpe getter., This initial charge proved to be inadequate to
operate the loop, and an additional 10 pound charge was loaded in 5 pound

batches after purification in the same manner.

iR TRy

L. Experimentation

Two sets of runs have been made with the jet compressor loop, the

il

first on 6 November 196L and the second on 17 November 1364. The primsry

objective of these runs was to prove the principle of jet compressor

it R

operation with an alkali metal vapor as the driving fluid. A secondary
objective was to obtain preliminary data for performsnce and effiziency

analysis. Operation of the loop was sstisfactory and both objectives were

Hi R

met.
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During the first set of runs (Run A), the cesium boiler temperature
(T,) was brought ur to 1060%K with a helium pressure of 0.50 atm abs, then
increased to 1165% (164,0°F -- 72 psis) with a helium precsure of 0.2% atm
abs. Data are listed in Table I. At the latter condition, the cesium
vapor temperature at the superhezter exit was calculated &s 1590°K, while
the cesium flow rate was 7.lL g/sec. The resultant performence was a helium
pressure rise of 3¢ at & flow rate of 1.12 g/sec.

The reported cesium vapor temperature is that calculated from a heat
balance because of inaccurate resdings of the two thermocouples that had
been installed to detect this temperature. There is also some uncertainity
in the cesium flow rate, which is a function of the stroke length of the
variable-stroke diaphram type pump. The pump calibr:ztion may not be reliable.

The second set of runs (Run B) was carried out at a helium pressure of
one-helfl atmsophere. The maximum boiler temperature was lthOK. Other con-
ditions were a cesiua flow rate of 7.1 g/sec and cesium vapor temperature

of 1318%.
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IV. ANALYSIS OF EXPERIMENTAL RESULTS

Data sheets for the preliminary test runs conducted on 6 November
and 17 November 196L are shown in Tables I and II. The helium flow rates
and the four pressures (Pl thru Ph> were recorded on strip charts. Analyses
were made on a few steady-state runs, snd the results are tabulated in Table
II1I. Explanations are offered for some of the items.,

1. Heat Loss from the Boiler and Superhester on Data Taken During the
Outgassing Perioed

With no fluid circulation inside of the boiler and superheater, which
were enclosed in a vacuum chamber, the total power to the heater must have
been dissipated to the surroundings by radiation except for a very small
fr;ction by conduction. During the outgassing period, the power consumption
versus boiler wall temperature from 600°k up to 1300°K was recorded after an
equilibrium condition was reached. The results are presented in Figure 10
in which the solid line represents the function

Heat Loss = &l o
For a kmown wall temperature, the radiation loss can be read from the curve
immediately. However, the conditions are not entir ly identical. In out-
gassing with no fluid in circulation, the boiler wall is at approximately
uniform temperature and the heater is at a temperature only slightly higher.
During experiments with circulation, the boiler wall has a temperature at
the bottom equal to or less than that of the cesium at the preheater exit

Ts) and a temperature equal to the saturation temperature above the liguid

level. An equivalent temperature
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¥ is used to find the heat dissipated to the surroundings. It is assumed
§ that the tempersture distribution on the boiler wall is uniform in all
~ cases. It should be noted that the loss value thus obtained will be
§ slightly less than the actual valus because of the relatively higher
- heat loss through the circular bottom plrte which is exposed to the
higher temperature of the heater elements.
¥ Heat loss from the superheater to the surroundings is treated in a
7 similar manner. The same curve, using a correction factor to allow for
the differeni surface of exposure, is used for the superheater since the
. insulation is identical in both cases.
2. Vapor Temperature
g‘ Due to the high degree of leak tightness required, the corrosiveness
; of one of the working media, and the “igh temperatures (up to lSOOOK)
g required in this experiment, instrumentation was severely restricted in
I some areas. For example, any instrumentation that required a penetration
% became extremely difficult in the region between the boiler inlet and the
g* superheater exit. Therefore, instrumentation in this area was kept to an
i

‘ ' absolute minimum. To determine the properties of the superheated vapor,
tio thermocouples of W - 37 Re va. W-261 Re and one pressure probe were

installed at the stagnation chamber just before the primary discharge

" o

nozzle. During the experiments, it was found that the two thermocouples

s S
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read temperatures apparently much lower than the actual. Thus, the vapor
temperature is computed analytically from a heat balance. In this iterative
technigue, a vapor termperature is first assumed. The heat loss from the
superheater surface at this vapor temperature is estimated according to the
method descrived in IV.1. Then a heat balance is mede to check whether the
assumed vapor temperature rise is correct, and if not, zncther iteration is
made.

3. Cesium Flow Rate

The diaphragm pump used for cesium circulation is a metering pump with
a8 maximum capacity of 9.6 gph. When calibrated with water and alcohol, the
pump was giving reproducible results whenever the pressure on the suction
side exceeded 7 psia. Since the system was dcsigned to operate at .25 atm
abs, a cesium head of approximately .25 atm was provided between the reservoir
and the pump suction side. However, during the experiments it was found
that the discharge rate was not equal toc the calibrated rate until the system
pressure was increased to .5 atm abs. This was probably due to the unexpectied
flow resistance in the passzage between the reservoir and the pump, Until a
reliable flow meter is installed, it is necessary to calculate the cesium
flow rate by other means. The cesium flow rates in the data analysis were
calculated in two different waye; the results differed by a few per cent.
Knowing the boiler pressure (measured), the saturation temperature and
the heat of vaporization can be found. From the boiler wall temperatures
(measured), the heat dissipstion to the ambient can be read from Figure 10

as was discussed in IV.1., Then the flow rate of cesium can oe computea by
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Net rate of heat supply to boiler

Heat to raise liquid to h=at of vaporization
saturation temperature '

Rate of vaporization =

The flow rate thus calculated is entered in Table IIT under BOILER.

A check of this calculated value can be made by means of the flow thiough
the primsry stream discharge nozzle. The rate of flow through a critical
nozzle {choked) can be calculated from ihe stagnztion temperature ani density
of the flow medium. For a monatomic flow medium with stagnation temperature
To and stsgnation pressure Po passing through a convergent-divergent nozzle

£ throat ares A*, the rate of discharge is:
. *
m= ‘j* A"
.728 Py A*
JR T,

P, A¥
= 0092 o

T

If Po' is the vapor pressure in atmospheres, the discharge rate is:

Kg/sec for cesium varor

5 #
m= ,938 x 10“ PtloA
T

Kg/sec

o)

The flow rate thus calculated is entered in Table III under SUPERHEATER.
This flow rate should differ from that calculated from the boiler heat
balance only by ineccuracies in temperature measurements.

L. Pressure Ratio of Compressor

The pressure ratio of the compressor is defined as thc ratio of the

pressure of the cesium-helium mixture at the exit of the dirffuser {Ph) to
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the initial helium pressure just before the secondary stream entrance {Pl).
Both presczures Ph and Pl are measured by pneumatic pick-ups and recorded on
strip chaert recosders manufactured by the Swartou$ Division of the Trane
Company. It was difficult to equalize the pressure ievel of the four re-
corders at any time. Therefore a calibration of the fou recorders against
the Bourdon gauge on the plenum had tc be made and plotted befoce every
ser:es of test runs, The pressures recorded in Table III were values cor-
rected against the caliktrated results.

5. Compressor Efficiency

For jet compressors using gases for both primary and secondary streanms,
the efficiency may be given as the ratio of the isentropic enthalpy rise

of the secondary stream to the isentropic enthalpy drop of the primary

stream, i.e.

( b z'r:r-l
. -t 1
7 . '“2Cp2 h Py

Th —

Pesults of efficiency calculated in this way are desigriated as thermal
efficiency in Table III. The short coming of tris definition, of course,

is the neglect of the power reauired to raise the primery stream to the
initial state. 2 more meaningful definition of efficiency may be defined

as the ratio of the isentropic enthalpy rise of the secondary stream to the
power supplied tc the primary stream. In the case of vapor-driven compressors
such as the cesium-helium compressor this report, the heat of vaporization

should be also included. This cycle efficiency is given by:
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whure Hv is the neat of vaporization of the primary fluid., The pumping
work to compress the liquid is negligirly small.

6. Discussion of Experimental Recults

In both series of runs on November 6 and 17, 1964, the vapor was not
superheated sufficiently to avoid condensation at the exit of primary
nozzle. This was due to a malfunction of the vapor temperature thermocouple
which caused concern about overheating the superheater coil. This problem
cir Le precluded in the future by installation of a number of bare-uire
thermocouples cn the superheater wall.

Feglecting entirely the adverse effect due to cor<ensation, the ideal
compressor pressure ratio was calculated using actual experimental values
of inlet temperstures, pressures znd flow rates of the primsry and «econdary
streams. The rastio of the actual measured pressure ratio to the ideal
pressire ratio is defined as the effectiveness of the actual compressor.

The effectiveness attained at a fixed compressor geomeiry in the two pre-
liminary series of runs are listed in the last column of Table III. The
51% effectiveness attained in this preliminary feasibility run provides
confidence that higher effectiveness may be ottained by optimization of

operating conditions and compressor geometry.
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JET COMPRESSOR - SIMPLIFIED SCHEMATIC
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RESULTS

BOILER SUPERHEATER
Py L B
BAL.,  DISCHG. gy
|CAIN. CAIX. -

RON i 5
NO. 'TION  WALL VAPOR

0 | TP TR

132 1670 1578
132 1670 1575

POWER TION
"TOTAL |LOSS
| KW

H

A-10
A=-11

6.5 5.5 | 2,00
6.5 5.5 2400

870
810

.24 | 0.16
[ o2k 0,16

a1z | 9% [ 5.29 Ok | Tk | 120 Sk | 8.0 . | 260 LST 1690 1590

520 | 013 |58 [0.28 | 64 | 180|160 | 805 7.05 122 .8 L0018
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VI. APPENDIX
IBM 709L FROGRAM FOR SINGLE AND 2-STAGE JET COMPRESSOR PERFORMAN CE

The basic equations used in forming the Fortran code for IWM 709L
computation of jet compressor performance with both single-stage ard
2-staze configurations are listed herein. The code itself is not in-
claded here, but is in storage at the Martin Company.

Primary Flow Rates”

1, GCingle Stage Jet Pump - The total energy availabie in the helium

exhaust from the MID system determines the amount of cesium that can be
obtained since the energy must be used to boil and superheat the cesium
for use az the pump primary fluid. The exhaust from the system under
study is at 1856% (T3}. Thus, if a 259K temperature drop between flvids
in a heat exchanger is assumed at the exit, and Mach numbers are low, the

total heat available for the primary stream is:

Q = sz [TC - {TCS + 25)} mz (l)
where
Tc - C cesium saturation temperature

This heat is absorbed by the cesium on the "cold" side of the exchanger

by boiling and superheating. Thus:

-
!

Q 0;11{20 cpl {{?e -25) - Tcs} S (2)

where ] = latent heat of vaporizestion per unit mass of cesium

# Analysis for one stage by C. Shih
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Equating these gives:

;1 . l? Cp? (1831 - Tcs)
2 + Cpl (1831 - Tcs)

The latent heat is given by:*

A =~ 5.k x10° = 133.5 (T, 600) joules/kg
= 6.19 x 10° - 133.L T,
Also:
Cpl = 0.156 x 10° joules/kg %K
Cpo = 3.925 x 103 joules/kg °K
Substituting gives:

. 3.925x103m 5 (1831-T,)

9.05 x 10> - 289 T,,

(3)

(L)

2, Twc Stage Jet Pump - If two stages are used in the jet pump, then

the following combinations can occur:

1) Cesium fc-~ one stage receives heat from the helium to boil and

superheat it. The remaining heat is used to boil cesium and

superheat it for the next stage.

2) Cesium for one stage is superheated to the highest possible

temperature, but at a low pressure, The other stage cesium

uses a portion of the remaining (lower temperasture) heat for

boiling and superheating. The remaining {low temperature)

heat is used to boil cesium for the first mentioned stage.

* Curve fitted to data in reference li.
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3} The high temperature heat is used to superheat cesium for
each stage. First high pressure cesium is heated, and then
lower pressure cesiuvm. The remaining heat is utilized to
boil the cesium, with the high pressure cesium produced using
the higher quality heat that remains from the superheating
process.

L) Each stage is fed from a common boiler-superheater.

The last item can be handled by merely splitting up the flow rates
computed for the one stage investigation and need not be considered further

here. The other possibilities may be sketched as follows:

1)
| —_—, m,
ﬁ‘;E & E_

g}
s H
m D 4
t ™,
3) : m, The number of combinations is

increased to six if the position

of nl' and 11" are reversed.

.
m, ,
w __3
This number of combinations causes a rather interesting mess.

Consider a general type of heat exchanger where boiling only takes

placet r‘nl ’?:'n

V;‘SE a Tou{'
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where & refers to the cesium

2 refers to the helium-ce~ium mixture (sawe significance as
previously’
7 = *helium" temperature

A heat balance across this system gives

A ms =My Cp (750 b - Zout b) (5)
where the b subscript indicates the boiling region,

If a similar exchanger for ruperheating is postulated, then:

mg Cps (Ogin = % out) = T k2 c;:»2(-7’;1315 -7 outs) (6)

where the o indicates the superheating region
¢ ceszium temperature.
These two ecustions will describe heat interchange between the two f luids
under all conditions subjest to the assumptions of no heat loss to the sur-
roundings and ths. Mach numbers are low so that enthalphy can be equated to
heat flow.
cesium entering the superheating region will always be at the saturation

‘wemperature, which means (6)can be rewritten as

Ro cpS (Teq - % out) * % r;p2 (rins '7:%3) (M

If, further, we assume the minimum temperature difference that can be attained
between the cooler and hotter fluids is 2S°K, and if a prime is used to refer
to first stage fluid and a double prime to second stage fluid, then the fol-

lowing possibilities exist (see sketches of the three possible combinastione):




3

1) i, = 1856%
gé?aut = ‘7';15 -25 = 1831%
Tinb - T;uts
ngns = 7 out ® (8)
gq;ut o Tfns - 25
T‘{é B = é7'§uts
Tows - 7,02
2) 7 'ins = 1856
Odgut = 1631
‘7—‘;;;?;5 = / ins
Tguts - ’fgn b (9)
.”o\xt - Tfﬁs - 25

¥ 4 £
7 out b= 7in b
/ v
?aﬁﬂ? b STCS e 25
3) "7"§.ns - 1856%
g‘:ont L 183101(
p
'T‘,outs = {ns
»
7 outs 7w
”
" of
T out b =7 e + 25
3 ,
Ssout * 7 ins - 25

The number of combinations is doubled if the significsnce of the prime is

reversed.
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For parametric study purpozes, the helium flow rate, Ry, will be
chosen as unity, and;g5 referred to as m' or mt', depending upon the
crse. Since only Og4,y remains, it will be referred to simply as Tp'
or Ty'', depending upon the situstion. C*her subscripts will be changed
accordingly since the equations are now to be applied to the jet pump.

Now substitute 3 in 5:

(6‘191105) = 133.L Tog) my = Cp2 (7in b =7out v)
Substituting Cp2:
(157.7 - 033987 To)my = Tin b = 7 out b

Define:
gy = 157.7
! (11)
82 = ,033987
¢nd we obtain:
(gl - & Tcs)'l ’{7Jin ) ”(7Jout D (1£2)
voi.g the same with 7 we find:
m (Teg - Tp) = ~€3 (Tins '7’outs) (13)
where
g3 = 25.16 (1L)
Equations 12 and 13 can be written for each of the stages:
i , , .
(gl - & Tcs'hl' 'Tin b “rout b (15)
4 ” .
(€ - 8 Tea")® 1" *74n b =7 out b (16)

(Togr - Tr')my" = €3 (%;ts "?/:{ns) an
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¥ 1
{TCS” - TI”)m=1“ - 33 {Tcuts -‘!7’ ins) (18)
The following are commun to all cases (See B-10. Equations in boxes
represent those to be solved in the order presented):
?J;ns - 1856 (19)
T, - 1831 (20)
————
TI" ’ﬁ7’{ns - 25 I (21)
From 15:
/ Y
o' e Thor o7 out b
1 , 22
g, = 82 Teg' 22
Substitute this in 17.
1 / /7
(Tegr = T1) (Tin b - 7 out b) y ;o
= 23 (7 outs -7 ins) (23) =
£ - 82 Tcs' EE
From 16:
#H W/ E
I
s ’F;n b -i7‘out b
!1 = (21‘)

2 - g2 Tes'!

Substitute this in 18:

(Pt -TI”) (7"1”:: b -’,7’ AL b)'
= = = &3 (ir;Zts ;7F;;s) (25)

g - & Tes''

»

Ope additional relationship is n-cessary to define the system, and

can be obtained by establishing the temprrature difference between primary

I O 0000

and secondary streams at some noint. The chosen diflerence cannot be
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sloser than 25°K (assumption) between the two streams.

The choice will be made at the bhoiler exit, Thus we obtain:

Case 1 § Tes' * B =7 %ut b | (26)
Case 2 77 out b ‘.Tcs“ + B (27)
Sase 3 f?"out. b= Tes' +B (28)
where B is a chosen constant subject to the restriction B= 25,
Now consider case 1, defined by 8 and 26. Equation 23 becomes:
’
(Tcs', = TI*)(‘?;%S - Togt = B) . (‘7’, '7’/ )
gl - g icst 3 outs ins
Test - 71 / (Tegr = T1' M{Tger + B) 4
————— Youts " € 7outs * , - 83 7 ins
, (Togt = Tp' N(Teat + B) - (€185 Togr (€3 7 ust)
7 outs * ' i - i (29)
Tcsf - TIt - (gl - 82 Tgst) g3 z
(8)

/ /
T'inb = 7 outs
Eouation 25, 8, 26 and 21 can now be combined 2nd written:

EiTcsH - ?CS' - B+ 25)(,7;ﬂt8” - Tog't - 25)

t

8 - 8 Tes'
= 23 (70\1“,5” - Tcg' - B)

”
[(Tcs” - Teg! =B+ gg) -p3(e1 - Tcs“)_] 7 outs "
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(Togtt = Teat = B+ 25)(Togtt ¢ 25) = £3 (g - g Tcs,,)(yé; + B)

p, (T{:; - Togt = B+ 25)(Toger + 25) - g3 (81 = & Tog")(Tcy' + B)
7T outs ~ _ ) . - )
Toah = Tegt = B+ 25 - g5 {8y - 2 Tcg")
e - T (30)
" ) Q
LT ing = Tout b (8)
- : — ;
Tr = Tins - 25| (21)
" w |
Tinb= 7 outs | &5
L H
7 out b " Team * 251 (8)

’1' and m," follows immediately frem 22 and 2k.
For case 2, we have
/ T
70&; b :‘jrcs:f 35 , (9)
Using 9, 25 and 27 we obtain:

(Tegn ‘T;;:s * 25)(731:25 - Tegn - B)

o i
r " " &3 (Toats = 7'ins) (31)
g = €y %cs
From 9, 23 and 27 we find:
fr:na = L‘l‘ s' = Tr' )(Tcgn + B - Teqr - 25) . / s
I d
€3 (g1 - g2 Tcs') E (32)
From 31:
" (Tosn =7ins * 25)(Thy + B) - g3 (81 - &2 Tog )7 7, gI
Touts T 7 - L 33)
: o ?cs - Tins + 25 - 25 (81 - €2 Toan)

4

iR

LI

O
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()

w

7 outs' = 7 ins®

,T,_i{ b = .7..4/

in outs

" (9)
LS ‘711115“ - 25

Y i 14
Tinb = 7 out b

nl' and B " follow from 22 and 2L,

For case 3 we have equation 28 and:

— |
%_»7,og§_b "Tes" * % g (10)
P |

Ty “Tows | (10)

From 23 and 10:

7/
(Teyr - TI')(To‘:xts - 7out b) » /
' ) = Vrins -7ins) g3

g - g2 Tes

7 ”
! erte v (Tes - 1) Touts -7out b)
g3 (81 - g2 Tes') (3b)

Trom 25 and 10

]
(Tes" "7ins‘f + 25)(71:1 b 'Topt b) y
" * €3 ( 7 outs =7 ins")

€1 - 8 Tes
4 ”
7 ins = g3 (& - e Ics") 7 outs = (Tes" + 25)(74n" b - 7 out b)

(35)
23 (9, - g Tea") - ( 7o - 7jzlt Y




Now ecuate 35 and 2L:

oY ’
Ting ¢ (Tes' - T1')( 7outs = 7out b)
g3 (g1 - g2 Tes')

€3 (81 - B Tcs") 7’mxts" - (ngi* 25)(Ti’:x b ;7‘,:3\11. b)

] /
g5 (81 - €2 Teg") = (7in b = 7out b)

”
Tear = T " g3 (g - 82 Toy") 7 outs
o 7 outs - = m Y
€y (8) - 85 Tea') g3 (g - &2 Test) = (7in b = 7 out b)

' Tegt < TI' ,
g3 (g; - g Tes')

7Jtmt‘ b -

N
(Tes" + 25) (Ti:x-b - 7out b)
gy (8) - & Tegn) = ( Tl b - Pt v

SRRSO

|

, ” "
-?‘i‘;s . Test = I7 z;'ut b - (Tcs"’25) { Tinb - 7eout b)

7:uts . g3 (€1 - &2 Tes') g3 (g1-82 Tt:s")r-( 7in b= 7dut b)

TCSS = TI‘ 83 (gl - 82 Tcs")

g3 (e1-8z Tes') €3 (8) - 5 Tos™) - (7in b = 7ont b)

cwmem

"
Tins can now be found from

Then o ;
tr/outs =T g"’i (10)

/ ’ o
i__?' inb= Touts (10)

and » erd my" follow from 22 and 24.
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